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(Bild ohne Gewähr) 

Lieferumfang 
  

1 tragbare Anzeigetafel mit einklappbarem Bedienpult  

1 Ladegerät  

Bedienungsanleitung  

Funktionen  

 

Programm laut den Regeln von dem internationalen Judo-Verband 

Timer – Wertungen: Ippon, Waza-Ari, Yuko – Osaekomi Timer und Seite – Golden Score Regel – Strafwertungen: Hasoku-make, 

Shido (Automatisches Wertungssystem) 

   

 

 

Beschreibung 
    

Betrieb Innen Speisung J-Top/B: Integrierten batterien 

J-Top/S: Netzstrom 230V/60Hz 

Lesbarkeit Sichtweite: 35m, Sichtwinkel >160° Signalhorn Integrierte Hupe 100dB im Umkreis von 1m 

Abmessung 733 x 368 x 115 mm Bedienpult Tastatur und integrierter LCD-Bildschirm 

(2 x 20 Zeichen - 9mm hoch) 

Gewicht 6kgs   

 

Miscellaneous 
 

Microprocessor system with quartz 

Extendable with repeater 
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(non binding picture) 

CompositionCompositionCompositionComposition    

  

1 Scoreboard with integrated retractable control console at the back.  
1 charger  
Using Instructions  

ProgrammeProgrammeProgrammeProgramme     

 

Programme complying with the 2009 rules of the International Judo Federation: 

Timer, Scoring: Ippon, Waza-Ari, Yuko,  Osaekomi timer and side, Golden score rule,  

Penalties: Hansoku-make, Shido (Automatic scoring), Winner side, Randori, Horn signal 

 

 

 

DescrDescrDescrDescriptioniptioniptioniption    

    

Use Indoor Power Supply J-Top/B:Integrated batteries (minimum 20 hours)  

J-Top/S: On mains 

230V/60Hz 

Readability Distance: 35m, angle >160° Horn Integrated Horn 86dB at 1m 

Dimensions 733 x 368 x 115 mm Control Console Keyboard with integrated back-lighted LCD 

display (2 x 20 characters - 9mm high) 

Weight J-Top/B : 6 Kgs  

J-Top/S: 4 Kgs  
  

 

MiscellaneousMiscellaneousMiscellaneousMiscellaneous    

 
Microprocessor system with quartz 

Extendable with a repeater scoreboard 
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